
SERVICING 
CLUTCH CABLE: 
The clutch cable requires periodic lubrication to prevent the cable 
strands from rusting or hanging up in the casing. First, disconnect 
the cable from the clutch lever by screwing the adjuster all the way 
back to the cable casing. This will provide enough free play in the 
cable for you to slip the cable out of the lever holder through the 
slot in the lock nut, adjuster, and holder. Hold the cable upright and 
allow several drops of liquid graphite to flow down the cable. 
Hold the cable upright for several minutes to permit complete lubri- 
cation. 
If the cable needs to be replaced, then perform the steps above and 
disconnect the cable a t  the lever. Next, disconnect the cable a t  the 
engine. Begin by taking off the cover that houses the clutch activat- 
ing mechanism (left side of the engine). Looking at the inside of this 
cover, you will see the clutch actuating arm. Push the arm up and lift 
the cable end off. Removing the old cable and hooking up the new one 
will take but a few moments. 
CLUTCH CABLE ADJUSTMENT: 
The XS2, has two clutch adjustments. The first, located at  the handle- 
bar clutch lever, is used to take up slack from cable stretch and to 
provide sufficient free play so that the clutch engages and disengages 
completely. The picture below illustrates all the parts involved in mak- 
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1. First, loosen the locknut at the lever. Then turn the adjuster either in 
or out depending on which direction is necessary to arrive a t  2-3 
mm (1/16"-1/8") free play. 

Removing the cover will expose the adjusitng set screw and lock nut. 
Loosen the lock nut, rotate the set screw in until it lightly seats 
against a clutch push rod that works with the set screw to operate 
the clutch. Back the set screw out 1/4 turn and tighten the lock nut. 
This adjustment must be checked because heat and clutch wear will 
affect this free play, possibly enough to cause incomplete clutch 
operation.

2. The second adjustment i s  located behind the clutch adjustor, cover. 
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Front Brake Adjustment 
The front brake lever should be so adjusted that it has a free play of 
13-26mm from when the brake lever is pooled to when the brake begins 
to be effected. 

1. Loosen the adjust screw lock nut. 
2. By turning in and out the adjust screw, adjust the play of the brake 

lever and then lock it with the lock nut. 
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Rear Brake 
The correct free play of the rear brake pedal is about 1.0 in. (25 
mm.). Adjust by turning the adjusting nut at the end of the rear brake 
rod a half turn at  a time. After adjusting the brake, make sure the 
Stoplight i s  working. I f  not, readjust the stoplight switch. 

Note: Inspect the brake linings for wear and clean the brake shoes and 
drums every 2,000 miles (3,000 km). Always keep the shoes and 
drums free of oil. 
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